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"Robusta" RB-serie centrifugalpumper
Selvansugende centrifugalpumper
Kraftig pumpe til handtering af vand med partikler i

Velegnet til spildevand og som pumpe i f.eks. bio-
filtre i akvakulturanleeg

Ydelse: op til 550 m3 per time
Laftehgjde: op til 28 m
Motor: fra 9 til 37 kW elektrisk motor

Rartilslutning: 4", 6" og 8"

Tilgeengelig i forskellige materialer alt efter miljg og
saltholdighed i vandet.

Viesse Robusta RB625
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SELF PRIMING
CENTRIFUGAL PUMP

RB425

The centrifugal pumps Robusta are

designed to comply to the hardest and

heavy duty applications.

The open bladed double-curvature
impeller, unique across the world,
ensurraes a superior priming ability
voiding the need of a foot valve

installation. The high thickness of the

pump body and tof the impeller blades,

allow the handling of more abrasive
fluids and large passage of solids.

VERSIONS - VERSION|

Code - Codice RB425B
PUMP - POMPA

RPM - Giri/min 2900

P MAX (kW) 22

Q0 MAX (m3/h) 180

H MAX (m) 53

@ Inlet/outlet - 0 Bocche asp./man. (mm) 100 / 100
@ Impeller - Girante (mm) / N. blades - N. Pale 220-3

@ Seal - Tenuta (mm) 45
Free solids passage - Passaggio solidi MAX (mm) 50 x 24

ELECTRIG SURFAGE NORMAL. MOTOR - MOTORE ELETTRICO NORMALIZZATO

IEC size / RPM / Poles - Grandezza IEC / Giri/min / N. Poli 180M - 2900 - 2
Voltage - Voltaggio (V) / Power - Potenza (kW) 400 - 22
Priming time from 4 m depth - Innescamento da 4 m (s) 45
Nominal Current - Corrente nominale (A) M
Frequency - Frequenza (Hz) 50
Construction version/position - Flangia B3/ B5
Protection - Protezione IP55

PUMP SET UP AVAILABLE - ALLESTIMENTO POMPE

Possible coupling versions (total weight) - Accoppiamento (peso Tot.)
S: Bare shaft pump - Albero nudo (kg) 362
S/T...: Complete pump assembly - Base-Giunto (kg) 362

STANDARD MATERIAL OF CONSTRUCTION

Pump body Cast Iron GJL250
Armored volute Nodular cast iron GJS400
Impeller Nodular cast iron GJS400
Mechanical Seal Silicon Carbide/ Viton®
Shaft Steel G40
Elastomers Nitrile

Special metallurgies available on demand

JIPUMPER

PART OF WUNSCHE A/S

RB425A | RB4250
2900 2900
30 37
180 180
62 66
100 / 100 100 / 100
240 -3 250 -3
45 45
50x24 50x24
200L - 2900 - 2 | 200L - 2900 - 2
400 - 30 400 - 37
40 43
55 67
50 50
B3 /B5 B3/ B5
1P55 IP55
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440
440

FEATURES

v EN-JL1030 cast iron construction
according to UNI EN 1561 with
modular body.

v Replaceable screw-less armoured

internal volute in EN-JS1030

nodular cast iron according to UNI

EN 1563.

Spheroidal cast iron impeller,

designed with open-blade shape.

Mechanical seal in high resistance

hard metal.

Largle-size inspection hatches to

facilitate cleaning and inspection.

Standardised EN1092-1:2003

flanged inlet and outlet with built

in threaded rod.
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VERSIONS

G - FRESH WATER

Body Cast iron

Volute  Cast iron 200HB
Impeller Cast iron 200HB
Shaft C40

Q- SEA WATER

Body Cast iron with anods
Volute  Bronze
Impeller Bronze
Shaft AlISI316
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DIMENSIONS mm DNs DNd A A1 b1 b2 b3 b4 b5 e F 1 H H H2 Hb L N P R @0t

RB425A/B/0GS 100 100 442 46 562 103 225 400 102 384 202 56 350 16
RB425AGS/T302 100 100 442 46 1250 540 205 840 490 100 562 153 400 102 80 20
RB425BGS/T222 100 100 442 46 1250 540 205 840 490 100 562 153 400 102 80 20
RB4250GS/T372 100 100 442 46 1250 540 205 840 490 100 562 153 400 102 80 20

Dimensions are indicative and shall not be considered binding.
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SELF PRIMING
CENTRIFUGAL PUMP

RB625

The centrifugal pumps Robusta are
designed to comply to the hardest and
heavy duty applications.

The open bladed double-curvature
impeller, unique across the world,
ensurraes a superior priming ability
voiding the need of a foot valve
installation. The high thickness of the
pump body and tof the impeller blades,
allow the handling of more abrasive
fluids and large passage of solids.

VERSIONS - VERSIONI

Code - Cosice RB625B | RB625A FEATURES
PUMP - POVEA v EN-JL1030 cast iron construction
RPM - Giri/min 1450 1450 according to UNI EN 1561 with
P MAX (kW) 9 1 modular body.
Q MAX (m3/h) 300 350 v Replaceable screw-less armoured
H MAX (m) 15 17 internal volute in EN-JS1030
@ Inlet/outlet - 0 Bocche asp./man. (mm) 150 / 150 150 / 150 nodular cast iron according to UNI
@ Impeller - Girante (mm) / N. blades - . Pale 230-3 250 - 3 EN 1563. o
0 Seal - Tenuta (mm) 45 45 v Sph_ermdal past iron impeller,
Free solids passage - Passaggio solidi MAX (mm) 73 x 50 73 x 50 desmned_ with "pe!"hl?de sha_pe.
v Mechanical seal in high resistance
hard metal.
IEC size / RPM / Poles - Grandezza IEC / Giri/min / N. Poli 132L - 1450 - 4 | 160M - 1450 - 4 v Lar;ie-size inspection hatches to
Voltage - Voltaggio (V) / Power - Potenza (kW) 400 - 9.2 400 - 11 facilitate cleaning and inspection.
Priming time from 4 m depth - Innescamento da 4 m (s) A 59 v Standardised EN1092-1:2003
Nominal Current - Corrente nominale (A) 18 22 flanged inlet and outlet with built
Frequency - Frequenza (Hz) 50 50 in threaded rod.
Construction version/position - Flangia B3/ B5 B3 /B5
Protection - Protezione IP55 IP55
VERSIONS
Possible coupling versions (total weight) - Accoppiamento (peso Tot.) G - FRESH WATER
T4: Monobloc - Monoblocco (kg) 274 Body Cast iron
S4: Bare shaft pump - Albero nudo (kg) 186 186 Volute  Cast iron 200HB
S4T...: Complete pump assembly - Base-Giunto (kg) 360 365 Impeller  Cast iron 200HB
Shaft C40
Q- SEA WATER
Pump body Cast Iron GJL250 Body Cast iron with anods
Armored volute Nodular cast iron GJS400 Volute  Bronze
Impeller Nodular cast iron GJS400 Impeller  Bronze
Mechanical Seal Silicon Carbide/ Viton® Shaft  AlSI316
Shaft Steel C40
Elastomers Nitrile
Special metallurgies available on demand 417
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DIMENSIONS mm  DNs DNd A A1 b1 b2 b3 b4 b5 e F F H H H2 Hb L N P R At

RB625AGT4 150 150 512 70 829 188 450 131 612 320 50 360 18
RB625A | B GS4 150 150 512 70 631 188 260 450 131 451 203 50 360 18
RB625AGSA/T114 150 150 512 70 1250 540 205 840 490 90 631 182 450 131 80 20
RB625BGSA4/T94 150 150 512 70 1250 540 205 840 490 90 631 182 450 131 80 20

Dimensions are indicative and shall not be considered binding.
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SELF PRIMING
CENTRIFUGAL PUMP

RB831

The centrifugal pumps Robusta are

designed to comply to the hardest and

heavy duty applications.

The open bladed double-curvature
impeller, unique across the world,
ensurraes a superior priming ability
voiding the need of a foot valve

installation. The high thickness of the
pump body and tof the impeller blades,

allow the handling of more abrasive
fluids and large passage of solids.

VERSIONS - VERSION|

Code - Codice RB831B
PUMP - POMPA

RPM - Giri/min 1450

P MAX (kW) 22

Q0 MAX (m3/h) 550

H MAX (m) 22

@ Inlet/outlet - 0 Bocche asp./man. (mm) 200/ 200
@ Impeller - Girante (mm) / N. blades - N. Pale 270 -3

@ Seal - Tenuta (mm) 55
Free solids passage - Passaggio solidi MAX (mm) 75X 78

ELECTRIG SURFAGE NORMAL. MOTOR - MOTORE ELETTRICO NORMALIZZATO

IEC size / RPM / Poles - Grandezza IEC / Giri/min / N. Poli 180L - 1450 - 4
Voltage - Voltaggio (V) / Power - Potenza (kW) 400 - 22
Priming time from 4 m depth - Innescamento da 4 m (s) 55
Nominal Current - Corrente nominale (A) 40
Frequency - Frequenza (Hz) 50
Construction version/position - Flangia B3 /B5
Protection - Protezione IP55

PUMP SET UP AVAILABLE - ALLESTIMENTO POMPE

Possible coupling versions (total weight) - Accoppiamento (peso Tot.)
S$4: Bare shaft pump - Albero nudo (kg) 354
S4/T...: Complete pump assembly - Base-Giunto (kg) 924

STANDARD MATERIAL OF CONSTRUCTION

Pump body Cast Iron GJL250
Armored volute Nodular cast iron GJS400
Impeller Nodular cast iron GJS400
Mechanical Seal Silicon Carbide/ Viton®
Shaft Steel G40
Elastomers Nitrile

Special metallurgies available on demand
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RB831A

1450

200/ 200
300-3
55
75x 78

200L - 1450 - 4

RB8310

1450

200/ 200
315-3
55
75X 78

2258 - 1450 - 4

FEATURES

v EN-JL1030 cast iron construction
according to UNI EN 1561 with

4

R X < <«

modular body.

Replaceable screw-less armoured
internal volute in EN-JS1030
nodular cast iron according to UNI
EN 1563.

Spheroidal cast iron impeller,
designed with open-blade shape.
Mechanical seal in high resistance
hard metal.

Largle-size inspection hatches to
facilitate cleaning and inspection.
Standardised EN1092-1:2003
flanged inlet and outlet with built
in threaded rod.

VERSIONS

G - FRESH WATER

Body Cast iron

Volute  Castiron 200HB
Impeller Cast iron 200HB
Shaft C40

Q- SEA WATER

Body Cast iron with anods
Volute  Bronze

Impeller Bronze

Shaft AlISI316
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CENTRIFUGAL PUMP
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Performance Tests have been carried out according to

15 UNI/ISO 9906 - Grade 2B.

~ Tested liquid: clean water, density 1 kg/dm® and kinematic
viscosity not exceeding 1 mm?/s.
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DIMENSIONS mm DNs DNd A A1 b1 b2 b3 b4 b5 e F i H W H2 Hb L N P R 0t

RB831A/B/0GS4 200 200 690 137 749 255 370 550 180 456 240 140 410 20
RB831AGS/T304 200 200 690 137 1900 800 200 1300 750 120 749 255 550 180 55 20
RB831BGS/T224 200 200 690 137 1900 800 200 1300 750 120 749 255 550 180 55 20
RB8310GS/T374 200 200 690 137 1900 800 200 1300 750 120 749 255 550 180 55 20

Dimensions are indicative and shall not be considered binding.
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